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Checklist for Residential Deck Drawings 
 

The provided checklist should be utilized as a tool to complete the required construction drawings for each 
permit type. The checklist should be used as a reference as to local Charles County Ordinance requirements 
and also as a reference to insure each component of the structure to be built has been shown on the 
submitted designs. Not all items indicated on the checklist will pertain to your specific project. Please 
reference only those items you intend to utilize for your project. Example; Referring to the drawing checklist 
for a single family dwelling. Where the floor framing information is requested, and the dwelling will be 
constructed with a wood framed floor system, the items listed there must appear on the drawings 
submitted at the time of permit application. These checklists pertain only to the actual structure and do not 
represent what information will be required on the associated site plans as applicable. 

 DESIGN CRITERIA – The live load minimum for a deck is 40 psf (pound per square foot) 

 All information on the existing structure or the proposed deck that cannot be inspected for code and 
design compliance shall be signed and sealed by a Maryland registered design professional. Request 
a copy of the Charles County Certification Guidelines from Permit staff.  

 Minimum scale of ¼” to 1’ for all drawings. 

 Decks attached to an existing cantilever will require an additional support beam. 

 Guardrails shall be designed and constructed for a concentrated load of 200 lbs applied at any point 
and in any direction along the top member. 

 Corrosion resistant fasteners are required for all connections. 

 If deck is constructed above a basement areaway a minimum 6’ – 8” vertical clearance shall be 
maintained over stairs, this height is measured from the tread nosing. 

 If deck is constructed over an emergency escape window, a minimum clearance of 36” must be 
maintained from the emergency egress widow to the outside edge of the deck in the shortest 
distance.  

 If deck is constructed over or in front of any equipment or utilities that require maintenance or 
access, the required clearances and access shall be maintained. 

 If the proposed deck is to be attached to the primary dwelling, access to inspect this attachment 
must be made available for inspection, if this cannot be achieved, the deck must be freestanding 
with code compliant support. Details must be included on the design drawings. 

 The maximum cantilever for any joist size is; 24”. 

 Deck framing is not to be supported by existing chimney. 

 LOCATION ON LOT 

 Distances to other structures on the property within 10’ shown where applicable? 

 Indicated if located in flood zone – indicate zone classification? 

 Indicated if located in an area of geotechnical concern? 

 Indicated if located within the Chesapeake Bay Critical Area? 

 FRAMING INFORMATION 

 Footing Details 

 Depth of footing shown? Bottom to finished grade – minimum 24”  

 Depth of footing shown? Bottom to finished grade if located in an area of geotechnical 
concern – minimum 48” 

 Thickness of footing shown? 



 Width of footing indicated?  

 Size, spacing and location of isolated footings for support piers or poles provided? 
 

  Floor Construction 

 Indicated the species and grade of lumber to be used? 

 Size and material of support beams provided? 

 Spans of support beams indicated? 

 Maximum spans reference table R507.6 of the IRC 

 Size and material of support posts provided? 

 Maximum heights 
4 x 4 – 8’ 
6 x 6 – 14’ 
8 x 8 – above 15’ 

 Size of floor joist indicated? 

 Spans for floor joist provided? 

 Spacing for floor joist indicated? 

 If the deck is to be attached to the primary dwelling please indicate the following; 

 The size of the ledger board is provided? 

 The size and type of attachment method is shown?  

 The spacing of the attachment method is shown? 

   Attachment method to support post indicated? 

 Lag Bolts 

 Carriage Bolts 

 Guardrail’s are where required the deck floor elevation exceeds 30” above grade. 

 Height indicated? 

 Minimum – 36” 

 Top rail size indicated? 

 Spacing between main supports shown? 

 Spacing of guardrail pickets shown? 

 Maximum spacing between pickets – 4” 

 Stairs (as applicable)  

 Width shown? – minimum is 36” 

 Treads design provided?  – minimum tread depth is 9” 

 Riser height shown? – maximum height 8 1/4” 

 Maximum riser opening is 4” 

 Maximum difference between riser heights is 3/8” 

 Landing provided?  

 Width shown?  

 Type shown?  

 Handrails are required with stairs that have 4 or more risers 

 Are they provided? 

 Is the design provided? 

 The ends of railing must terminate at post 

 The minimum height of the handrail is 34” and not higher than 38” 




